WIRING ASSEMBLY INSTRUCTIONS
7849211-30 (RG179, RG180) 95 OHMS
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CRIMP TOOL P/N 452300
Table A

Contact: 7849211-40

Outer Shield: 7849311

Inner Crimp Ring: YIC071

Rear Insulator: 7849511 (color: natural)
Signal Contact: 7849611-40

Front Insulator: 7849411N

Outer Crimp Ring: 7849711-1

Tool Settings:
Selector: # 2

Wire Size: 24
Posi.

7849211-40 (RG316 and RG174) 50 OHMS

Crimping Process:

1

4.

10.

11.

. Slide Outer Crimp Ring (see Table A) over cable.
2.
3.

Slide Outer Shield (see Table A) over cable.

Strip Outer Jacket to 5/8", exposing the braid. (Figure 1).

Strip Braid to 3/8", exposing cable Dielectric. (Figure 2)

Slide inner Crimp Ring (see Table A) over cable Dielectric and
slip under Braid.

. Strip the cable Dielectric so that .050" is sticking out past the

Inner Crimp Ring, exposing the cable conductor. (Figure 4)

. Install the rear Insulator (see Table A) over cable, allowing the

cable Dielectric to seat into the recessed hole in the insulator.
(Figure 5)

. Slide the signal contact (see Table A) over the cable

conductor until it is against the rear insulator.

. Crimp the signal contact as shown in Figure 7 using MAC Pnl

crimping tool: 452200, with turret: 452205 installed. The tool
should have the settings per Table A for the correct contact.
and the Blue colored Positioner in place.

. Slide the front Insulator (see Table A) over

signal contact, allowing it to seat firmly over the rear
Insulator. (Fig. 8)

Slide the Outer Shield over the assembly, using seating
tool: 412625. Push assembly firmly against the back of the
Outer Shield.

Using MAC Pnl. crimping tool: 452300, with Hex

Die Set: 452301 installed, slide the outer Crimp Ring onto
outer Shield. Use the medium Hex (B) for large diameter, use
the smallest Hex setting (C), for small diameter. Crimp as
shown in Figure 10, capturing cable, Braid and Inner Crimp
Ring to Outer Shield, and Outer Crimp Ring.
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